
Standard Features: BURSTERS

Max. form width, gross (before margin trimming)

Max. form width, net (after margin trimming)

Min. / max. form length

Max. form set (carbonless)

Acceptable paper weight range

Friction feed paper transport

Margin trimmers, left, right (motor driven)

Stacking

Electromechanical form length setting  

Variable speed

Form feed with ”flying start”

Control panel with LED display

Automatic paper jam control

”Paper-out” control

Paper tray and waste basket

Voltage

Power-consumption

Noise level emission

Dimensions length x width x height (inches)

Weight (lbs)

Mounted on 4 casters

On-line connection to printer

Center slitter

(further options on request)

l = Standard, l = Optional, – = Not Available (Subject to technical changes)

Local Dealer:

M 6000

18“

16“

3“/12“

6 part

10 -125 lbs

l

l

standard stacker

l

max. 320 ft. per min.

l

l

l

l

l

110 V / 60 Hz

280 VA

76 db(A)

41 x 26 x 44

160

l

ll

ll

M 6010

18“

16“

3“/12“

6 part

10 -125 lbs

l

l

conveyor stacker

l

max. 320 ft. per min.

l

l

l

l

l

110 V / 60 Hz

300 VA

76 db(A)

41 x 26 x 44

172

l

ll

ll

M 6020

18“

16“

3“/12“

6 part

10 -125 lbs

l

l

automatic drop stacker

l

max. 320 ft. per min.

l

l

l

l

l

110 V / 60 Hz

345 VA

76 db(A)

41 x 26 x 45

180

l

ll

ll

S P E C I F I C A T I O N S BURSTERS M 6000 / M 6010 / M 6020

T o p b u r s t i n g p e r f o r m a n c e i n a c o m p a c t m a c h i n e .



T H E M A R A T H O N M A C H I N E F O R H I G H V O L U M E F O R M S P R O C E S S I N G .

friction feed and center slitter

M 6010, conveyor stacker

M 6020, automatic drop stacker

on-line connection to printer


