
Standard Features: BURSTER / DECOLLATOR 

Max. form width, gross (before margin trimming)

Max. form width, net (after margin trimming)

Electronic length setting with standard sizes  0“, 4“, 5,5“, 8“, 8,5“, 11“, 12“

Min. / max. form length

Max. form set (carbonless) 

Acceptable paper weight range

Paper transport by two tractors

Combined tractor / margin trimmers with individual operation option

Margin trimming (can be switched off)

4 stackers

Quick-stop button

”Clear-jam“ button

Variable speed

Control panel with LED display

Automatic paper jam control

Automatic overflow control for stackers

Automatic ”paper-out” control

Paper tray and waste basket

Voltage

Power-consumption

Noise level emission

Dimensions length x width x height (inches)

Weight (lbs)

Mounted on 4 casters

UL approved

On-line connection to printer

Programming of 3 special form lengths (up to 24“)

Special installation for 3“ forms

Paper tray for 2 continuous form sets

Center slitter

Margin slitters up to 1 2/3“

Pre-decollating station for refolding in-line

(further options on request)

l = Standard,  l = Optional, – = Not Available (Subject to technical changes)

Local Dealer:
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S P E C I F I C A T I O N S BURSTER / DECOLLATOR COMBINATION V 9000

M o r e t h a n 1 6 , 0 0 0 u s e r s w o r l d w i d e c a n ’ t b e w r o n g .



I N C R E A S E D P R O D U C T I V I T Y , H I G H E R P E R F O R M A N C E , M O R E V O L U M E .

control panel

stackers

pre-decollating station for refolding in-line

on-line connection to printer


